
0  - 15

Depth of net pen*
[ m ]

Half-mesh
[ m ]

Circumference
[ m ]

Minimum mesh strength
[ kg ]

15 , 1  - 30

30 , 1  - 40

< 40

I

< 49

II

III

0

II

50 - 69

II

III

0

III

70 - 89

IV

IV

0

IV

90 - 109

IV

V

0

V

110 - 129

V

V

0

V

130 - 149

VI

VI

0

VI

150 - 169

VII

VII

0

0

< 170

0

0

0

≤ 6 , 0 21 21 25 25 25 25 25 25

I II III IV

Dimension grades
V VI VII 0

6 , 0  - 8 , 0 25 31 31 39 39 39 39 39

8 , 1  - 12 , 0 31 39 47 55 55 55 55 55

12 , 1  - 16 , 5 39 47 55 63 71 71 79 79

16 , 6  - 22 , 0 47 63 79 79 79 95 95 95

22 , 1  - 29 , 0 63 71 95 95 117 136 136 136

29  , 1  - 35 , 0 95 95 117 117 136 136 151 151

 |Dimension grade for Net Pens

 |Requirements for breaking strength of twine

NS 9415 | REQUIREMENTS
The Badino� Group aims to meet the needs for fish containment and protec�on. We offer integrated solu�ons and a proven 
reliable track record of over 110 years of service to the aquaculture and fishing industries.

Our ISO 9001 produc�on facility located in Slovakia is cer�fied to assemble net products according to NS 9415 requirements 
and our customers’ specific projects.

What are the NS 9415 requirements? The various requirements are included here for your reference.

* For sites with dimensioning, significant wave height over 2.5 metres the dimension grade is set at 0. For sites with dimensioning current velocity of 
over 0.75 m/s the dimension grade is set at 0.



Dimension grades

Top rope

Main rope

Bo�om rope

Of which
li�ing rope

Minimum breaking strength all ropes

Ver�cal rope/ 
a�achment point

Cross rope 
bo�om

Min. no:

Min. no:

Min. no:

Max. distance:

Max. distance:

Requirements:

I II III IV V VI VII

1900 kg 1900 kg 2800 kg 3400 kg 4100 kg 4100 kg 5000 kg

1 1 1 1 1 1 1

1 1 1 1 1 1 1

1 1 1 1 1 1 1

7.5 m 7.5 m 6.5 m 6.5 m 5.0 m 5.0 m 5.0 m

All li�ing ropes SHALL con�nue as cross ropes at the bo�om

15.0 m 15.0 m 19.5 m 13.0 m 15.0 m 15.0 m 10.0 m

 | Dimension grade requirements regarding ropes

NS 9415 | REQUIREMENTS

Badino� Slovakia , s.r.o.
Sládkovičova 2, 811 06 Bra�slava, Slovakia

Produc�on Plant/Office
Močiarska 3, P.O.BOX 112, 048 01 Rožňava

info@badino�.com


